
Timber floor tiles
d = 200 x 200 mm
Wood grade : B
Finish : oiled

Concrete sub-floor
d = 50 mm

Timber substructure
d = 40 x 80 mm

Timber panel
d = 14 x 50 x 10 mm
Wood grade : B
Finish : oiled

Steel U channel
Groove line  20 mm 

Timber panel
d = 100 x 560 x 10 mm
Wood grade : B
Finish : oiled

Concrete floor
d = 200 mm

Timber panel
d = 20 mm
Wood grade : B
Finish : oiled

0 100 500 mmDetail 11 - Wall/floor

Bridle joint
(mortise and tenon)

Glass profile

Glass profile Steel dowel

Steel tilt bar

0 100 500 mmDetail 14 - Window module 01/02

Bridle joint
(mortise and tenon)

Pivot hinge
Steel dowel

Timber tilt bar
Wood grade : B

Finish : oiled

Fixed window element
Wood grade : B

Finish : oiled

Louvre element
Wood grade : B

Finish : oiled

0 100 500 mmDetail 13 - Window 01

Bridle joint
(mortise and tenon)

Pivot hinge
Steel dowel

Timber tilt bar
Wood grade : B

Finish : oiled

Louvre element
Wood grade : B

Finish : oiled

0 100 500 mmDetail 17 - Window 02

Bridle joint
(mortise and tenon)

Louvre element 
Timber panel

d = 10 mm
Wood grade : B

Finish : oiled

Timber substructure
d = 40 x 80 mm
Wood grade : B

0 100 500 mmDetail 18 - Window module 03

Bridle joint
(mortise and tenon)

Pivot hinge
Steel dowel

Louvre element 
Timber panel

d = 10 mm
Wood grade : B

Finish : oiled

0 100 500 mmDetail 19 - Window module 03


