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Navod k obsluze lonizator BION Fit spot — Cisticka vzduchu

Obsah navodu Cisti¢ka vzduchu BION Fit spot
Znacka: Geocore

Popis a obsah baleni

Technické informace a zakladni nastaveni
Autorizovany servis Cisti¢ky vzduchu: Geocore s.r.0.

Navod k obsluze lonizator BION Fit spot — Cisticka vzduchu obsahuje zakladni pokyny, které je tfeba
respektovat. Pfed uvedenim do provozu si pozorné prectéte tento ndvod. DodrZujte vSechny bezpecnostni a
vystrazné pokyny a fidte se uvedenymi doporucenimi. Navod je nedilnou soucasti vyrobku Geocore a v
pfipadé jeho prodeje nebo premisténi by mél byt predan spolecné s vyrobkem. DodrZovani tohoto navodu k
pouziti je bezpodminecnym predpokladem pro ochranu zdravi osob a pro uznani odpovédnosti vyrobce za
pripadné vady vyrobku v prlibéhu zaruéni Ihaty.

A nezapomente — nevhodnym pouzivanim vyrobku Geocore vyrazné zkracujete jeho Zivotnost!

Popis produktu:

lonizator BION Fit spot — Cisticka vzduchu

lonizatory BION Fit Spot nici Siroké spektrum nebezpecnych mikroorganismu. Nase ionizatory spliuji vSechny
naroc¢né pozadavky dnesni doby. Nejen Ze vzduch ionizuji, ale také ho procistuji a zbavuji choroboplodnych
zarodkU i ¢astic vyvoldvajicich alergie. Diky nejmodernéjsi technologii oSetfi vzduch tak, Ze si v jejich dosahu
budete pripadat témér jako v pfirodé. lonizace mliZze bézet 24h denné samozifejmé i za pritomnosti lidi.
Certifikovana ucinnost.

Klicové vlastnosti:

certifikovana uc¢innost 99 %
snadné ovladani
automatické nastaveni vykonu

Doprejte si Cisty svézi vzduch, ktery si zaslouzite.
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Prodlouzena zaruka:

Spolecnost Geocore s.r.o. na Cisticku vzduch poskytuje prodlouzenou pétiletou zaruku. MUzete si byt jisti, ze
v pfipadé poskozeni ¢i ztraty funkénosti mizZete po celou dobu zaruky vyrobek reklamovat.

Technické parametry:

bipolarni ioniza¢ni funkce

produkuje 10nal0 < 10nal2 lontd/s

vlastni regulace koncentrace iont(

napajeci kabel 180 cm

pritok vzduchu (m3/h): 2117 m3/h (69 CFM)
nizka provozni hlu¢nost: < 24,4 dB (0,5 Sone)
maximalni velikost prostoru: 15 m2 /45 m3 az30 m2 / 90 m3
pfikon ionizatoru 12VDC +10% 30mA,0,36W
prikon ventilatoru 0.20A / + 12 V DC

rozméry: cca. 12,2 x 12,2 x 29,5 cm (SxHxV)
vaha: 1,7 kg

Baleni obsahuje:

lonizator vzduchu

Sitovy adaptér

Manual s Certifikaty a Zaruénim listem

Bezpecnostni predpisy:

A Vzniknou-li Skody nedodrzenim tohoto navodu k obsluze, zanikne ndrok na zaruku! Neruéime za
nasledné skody, které by z toho vyplynuly.

A Neodpovidame za vécné skody, Urazy osob, které byly zplGisobeny neodbornym zachazenim s pristrojem
nebo nedodrzovdnim nésledujicich bezpecnostnich predpist. V téchto pfipadech zanika jakykoliv narok na
zaruku.

¢ Z bezpecnostnich divodl a z divodu registrace (CE) je zakazano pfistroj upravovat a/nebo pozménovat
(provadét zmeény v jeho vnitfnim zapojeni).

* Jako zdroj napdjeni Ize pouZit pouze radné zapojeny sitovy adaptér se stfidavym napétim 240V / 50 Hz.
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e Tento pfistroj lze pouzivat pouze v suchych mistnostech. Pfistroj nesmi zvlhnout nebo byt mokry, nebot v
téchto pripadech hrozi nebezpeci urazu elektrickym proudem. Cely pfistroj nesmi pfijit do kontaktu s vodou
nebo s jinymi kapalinami, z tohoto dlivodu nepouzivejte tento pfistroj napriklad v koupelnach.

* Nedotykejte se nikdy pfistroje vlhkyma nebo mokryma rukama.

e Tento pfristroj neni zadnda détskd hracka a nepatfi do rukou malych déti. Déti mohou do otvorll pfistroje
strkat rlzné predméty a zpUsobit si Zivotu nebezpecny Uraz elektrickym proudem.

* Po vybaleni zkontrolujte pfistroj, zda nedoslo pfi pfepravé k jeho poskozeni. Nebudete-li si jisti, pfistroj dale
nepouZivejte a obratte se na e-shop@geocore.cz.

Pouziti:

e Zapojte konektor cisticky vzduchu do fadné zapojeného sitového adaptéru se stfidavym napétim 240V /
50 Hz

* Na kabelu se nachazi oto¢na regulace s polohou ,,ON“, kterd ma plynulou regulaci 25-100% a polohou
»OFF“ (vypnuti ionizatoru)

e Vpfipadé umisténi produktu na nerovnomérny povrch plochy, zajistite stabilitu ionizdtoru pomoci
nastavitelnych nozicek. Staci nozi¢cky utadhnout nebo povolit.

Cisténi produktu:

Pokud umistite Cisticku vzduchu doma, neni nutné pouzivat filtr.

Doporucujeme poutzit filtr pokud budete vyuZivat Cisti¢ku vzduchu ve velmi prasném prostredi.

Jednou za 14 dni doporucujeme zkontrolovat Cistotu produktu. Prach a nedistoty se mohou zachycovat uvnitt
zafizeni a tim sniZovat ucinnost Cisténi vzduchu.

A Vypnéte zafizeni ze sitové zasuvky a otevrete. Kryt je na magnetech a da se sundat.

Na nedistoty a prach muzZete pouzit stétecek, opatrné vysat vysavacem nebo poutzit stlaceny vzduch. Pokud
pouzivate filtr, pfi vyrazném znecisténi filtr vymeénte za novy.

Zatizeni muzete otfit navlhcenym mékkym hadrikem, abyste neposkrabali kovovy povrch. Plechovy kryt
muzete omyt vodou nebo vlozit do mycky.

A K ¢isténi povrchu nepouZivejte zadné agresivni Cistici prostredky.
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Prohlaseni o shodé

Vydané podle § 13 zdkona €. 22/1997 Sb. Nafizeni vlady ¢. 163/2002 v aktudlnim znéni (315/2005 Sb.).

Spolecnost:
GeoCore s.r.0., Jugoslavskych partyzand 736/34, 160 00 Praha 6, Ceska republika,

ICO: 28494393

prohlasuje na svou vyluénou odpovédnost, Ze vyrobky:

Modely: 1S1-12DX-S1, 1S1-12D3-S1, 1S1-12D5-51, 1G3-025V-D633

jsou v souladu s nasledujicimi evropskymi normami:

smérnice 2014/35/EU - tykajici se nizkého napéti / LVD norma
smérnice 2014/30/EU - tykajici se elektromagnetické kompatibility / EMC norma

aplikované standardy:

EN 60335-1
Bezpecnost elektrickych spotrebicli pro domacnost a podobné ucely - Vseobecné pozadavky

EN 60335-2-65 ED.2
Bezpecnost elektrickych spotrebicli pro domacnost a podobné - Zvlastni pozadavky na Cistice vzduchu

EN 61000-6-3 ED.2
Elektromagneticka kompatibilita (EMC) - Kmenové normy - Emise - Prostfedi obytné, obchodni a lehkého
pramyslu

EN 61000-6-1 ED.2
Elektromagneticka kompatibilita (EMC) - Kmenové normy - Odolnost - Prostfedi obytné, obchodni a lehkého
pramyslu
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http://eur-lex.europa.eu/legal-content/EN/TXT/?uri=CELEX:32014L0035

EN 61000-3-2 ED.4 (EMC)
Elektromagnetickd kompatibilita (EMC) - Meze - Meze pro emise proudu harmonickych (zafizeni se vstupnim
fdzovym proudem <= 16 A)

EN 61000-3-3 ED.3 (EMC)

Elektromagneticka kompatibilita (EMC) - Meze - Omezovani zmén napéti, kolisani napéti a flikru v rozvodnych
sitich nizkého napéti pro zafizeni se jmenovitym fazovym proudem <= 16 A, které neni predmétem
podminéného pfipojeni

dalSi smérnice:

2012/19/EU
O odpadnich elektrickych a elektronickych zatizenich (OEEZ)

2011/65/EU
O omezeni pouzivani nékterych nebezpecnych latek v elektrickych a elektronickych zafizenich (RoHS 2)

normy pro bezpecnost:

UL 867 a C22.2 No. 187-09 — Elektrostatické Cisti¢e vzduchu

Vice informaci naleznete na www.ul.com/database.

GeoCore s.r.0. . _ Vypis z obchodniho rejstfiku, B. spojeni: Fio banka, a.s.
Jugoslavskych partyzanti 736/34  E:info@geocore.cz  vedeného Méstskym soudem Cislo Gétu: 2501727100/2010
CZ - 160 00 Praha 6, Bubenec W: www.geocore.cz v Praze, oddil C, vlozka 145694  IBAN: CZ9120100000002501727100


file://///192.168.152.1/Projekty/05_Realizace/4.Prospekty/IONIZATORY/BION%20Guard%20SPOT/www.ul.com/database

Certifikaty nad rdmec zdkonem aplikovanych standardi:
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Substance Nazev substance Laboratorné testovano Uginnost | Certifikovano
Escherichia Coli EMSL Analytical, USA 99 % 2011
Escherichia Coli ATCC Istanbul University, Turecko 91 % 2011
Bakterie Staphylococcus aureus - zlaty stafylokok EMSL Analytical, USA 81 % 2011
Pseudomonas aeruginosa Istanbul University, Turecko 99 % 2011
Staphylococcus aureus (MRSA) EMSL Analytical, USA 99 % 2013
Aspergillus Niger - Kropidlak éerny EMSL Analytical, USA 97 % 2011
Kvasinky houby Candida albicans EMSL Analytical, USA 36 % 2011
Dichobotrys abundans - Bélokosmatka Prof.Joe F. Boatman, USA 90 % 2006
Penicillium - Stétickovec Prof.Joe F. Boatman, USA 95 % 2006
Plisné Cladosporium cladosporioides - €erna plisefi  |EMSL Analytical, USA 97 % 2011
Spory Bacillus subtilis var niger Istanbul University, Turecko 89 % 2011
Chfipkovy virus HIN1 - praseci chfipka Kitasato Research Center, Japonsko 99 % 2011
Viry Chfipkovy virus H5N1 - ptaci chfipka Kasetsart University, Thajsko 99 % 2011
The Chaim Sheba Medical Center, Izrael
Sars Cov 2 - Covid 19 Industrial Biology Expertise & Solutions, Izrael 99.9% 2020

Uspé&sné jsme prosli daldim laboratornim testovanim a miizeme potvrdit, e BION Fit Spot likviduje s 99,9%

wve

ucinnosti i virus SARS COV 2, zplisobujici onemocnéni Covid — 19.

V 1été 2021 jsme prosli dalSim UspésSnym laboratornim testovanim, které prokazalo na 99,9% schopnost
ionizatoru snizovat koncentraci aktivniho patogenu SARS-CoV-2 na povrchu po 30 minutach.

Spolec¢nost GeoCore s r.0. pfijala opatreni, kterymi zabezpecuje shodu vsech vyrobka
uvadénych na trh s pfislusnou technickou dokumentaci a se zakladnimi pozadavky.

V Praze dne 13.09.2021

Geocore

s.r.o./

A: Jugoslédvskych partyzén
160 00 Praha 6, Ces
E: info@geocors.
W: www.geocore/cz
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Certifikaty:
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MY The Standards Institution of Israel (ﬁ}}\ HESTANOARDS NSTTUTIONOF e, (s o)
This is to certify that:
. . This is ta certify that
Bipolar Ionizer
Equipment Under Test: CERTIFICATE
Trademark: STERIONIZER™ CEHT:J?CATE - - ] oF
i . i CONFORMITY Bipolar lonizer unit CONFORMITY
Models: 151-12DX. 151-12D3, IS1-12D3 Model: STERIONIZER™
Manufactured by: Filt-Air Ltd. Product Numbers: I1S1-12D3. 1S1- 12D5
Address: 1 Avshalom Road P.OB. 166, Tested: 30/04, 16/05/2007
Zikhron Yaaqov 30931, Israel o
Manufactured by: Filt Air Ltd.
has been tested by SII and found to comply with Address: 1 Avshalom Road, P.O.Box 168,
the standard requirements of: 30951Zichron Yaaqov, Israel
- - _ : Has been tested by Sll and was found to comply with the
EN 60335-2-65 Hml?elmld and similar electrical requirements of the following standards:
appliances — Safety — Part 2-65:
Particular requirements for % ENGI000-6-3: i
air-cleaning appliances”, 2003 Fart5 3 Genar somaars -
Emi_sslon ﬁhr:d:lrd ful: residential, commercial and light-industrial
used in conjunction with SerR T s,
. p . < EN61000-6-1
EN 60335-1 “Household and similar electrical *Eleciromagnetic Compatibility (EMC) -
applimoes — Safer},_ Paﬂ 1 B Part 6-1: Generic Sﬁ!.ﬂdafd!‘: - N ——
General Requirements”, 2002, Eronits: o8y sl
including Amendments A11: 2004, _ clause 1.3 and IEC 61000-4-2;
Al:2004, A12: 2006, and A2: 2006 - clause 1.2 and IEC 61000-4-3;
: N - clause 3.1 and IEC 61000-4-4;
._H____ff‘ = - clause 3.4 and IEC 61000-4-6 /
Test results are detailed in SII Test Report No.- 3012311173. / Test results are detailed in SII's Test Report No: 8712323329/1.
Note: Certificate # 8812359483 has been superseded \
Certificate No.: 9012311173 Eng. Michael Terman by the presented Certificate # §712323329/1.
Acting Head of Electrical Safety Branch Centificate No.: 871232332811 Eng. Yuri Rozenberg
Date of issue:  10/03/2010 Electronics and Telematics Laboratory Date of issue: 21 March 2010 Head of EMC Branch
A7 Chaim Levanon s1, Tel-dviv 69977, lrael, Telematics Laboratory. Tel. 97236467800 Fax, 972-3.6467778 42 Chaim Lavancn S1, Tal-Aviv 69977 lsrael. Managemani: Tol: 872-3-6467800 Fax; 872:3-6467779 www.sii.org .|

Electronics: Tol: 072-3-6465050 Fax: 972-3-7454026 - Alarms Systarns Section: Tal: 972-3-6465370 Fax: §72-3-6467262

mnn The Standards Institution of Israel CERTIFICATE OF COMPLIANCE

This is to certify that: Certificate Number ~ 20180622-E336892
Report Reference  E336892-20180618
Issue Date  2018-JUNE-22

Bipolar JTomzer
ERTIFICATE
Trademark: STERIONIZER ™ 8 OFC issuedto:  FILT AIRLTD
CONFORMITY 1 Avshalom Road,
Model: 1S1-12DX P.O. Box 166
3095101 Zikhron Yaaqov, ISRAEL
Manufactured by: Filt-Air Ltd.
This is to certify that  Power Supplies, Electrostatic Air-cleaning Equipment -
Address: 1 Avshalom Road, P.0.B. 166, R gg:z:z:t High Voltage Power Supply/lonizing type
Zikhron Yaaqov 30951, Israel module Sterionizer D6.
Jtlrilis l:;eerl;‘:re;red by SIL m;d fgpnd to comply with Have beeriniasii by UL in with the
e standard requirements ol Standard(s) indicated on this Certificate.
. Standard(s) for Safety: UL 867, Standard for Safety for Electrostatic Air Cleaners.
EN 60335-2-65 “Household and smular electrical CSA Standard C22.2 No. 187, Electrostatic Air Cleaners.
appliances — Safety — Part 2-65: Additional Information:  See the UL Online Certifications Directory at
Particular requirements for www.ul.com/database for additional information
air-cleaning appliances™, 2003
— . Only those products bearing the UL Certification Mark should be considered as being covered by UL's
used in CGI]JU.DCTID]I with Certification and Follow-Up Service.
il . The UL Recognized Component Mark generally consists of the manufacturer's identification and catalog
EN 60335-1 “Household and similar electrical number, model number or other product designation as specified under *Marking” for the particular
E ’ Recognition as published in the appropriate UL Directory. As a supplementary means of identifying products
appliances — Safety — Part 1 that havlel been p:lodluced nlmaer UL's Componenl‘éecognl(ion Pn:gmm, UL‘s%e:ogmzed Component M:rk:
General Requirements™, 2002, M. may be used in conjunction with the required Marks. The = Mark is
including Amendments A11: 2004, :g:;::':"r;en specified in the UL Directory preceding the recognitions or under *Markings” for the individual
Al:2004, A12: 2006, and A2: 2006
i are in certain i features or restricted in performance
capabilities and are intended for use as of complete equi submitted for on rather
than for direct separate installation in the field. The final of the is upon its
Test results are detailed in SIT Test Report No. 8712323327, ;’( installation and use in complete equipment submitted to UL LLC.
N Look for the UL Certification Mark on the product.
Certificate No_: 8712323327 Eng. Eli Vaknin 2 Py 24
Head of Electrical Safety Branch LV LACLAC T @
Date of issue:  1/08/2007 Electronics and Telematics Laboratory
42 Chaim Levanon st. Tel-Aviv 69977, Israel. Telematics Laboratory, Tel. 972-3-6467800 Fax. 972-3-6467779 Page 10of 1
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SEOCORE

HERMON LABORATORIES

CERTIFIGATE OF GONFORMITY

With IEC 60335-2-65:2002 + A1:2008 + C1:2004 + A2:2015
(Second Edition) in conjunction with IEC 60335-1:2010 (Fifth
Edition) incl. Corr. 1:2010 and Corr. 2:2011 + A1:2013 +

A2 :2016 standard

Certificate Number FILSAF_EN.30748C

This certificate of conformity has been grantad to the spplicant based on the results of tests and
evaluations, performed by Hermon Laboratories from May 2 — 10, 2018 on a representafive

sample of the specified product.

Product description

Tested item: Air purification devioe (DB Series)
Model: 1G3-025v-0633

Serial number: 101

Hardware version: 50

Software release: 27

Applicant/Manufacturer details

Name: Filt Air Ltd.

Address: Derech Avshalom 1, Zikhron Yaaqov, Israel
Telephone number: +872 4 6107777

Email: d.graug@fit-air.com

This is o certify that the tested product sample salisfies the requirements of the above listed
standardls.

test report: FILSAF_EN.30748,

The comments in the assaciated (i shail i unt and used in
conjunction with this certificate

i

Michael Brun,
Product Safety Group Manager
Hermen Laboratories Lid

May 23. 2018 Page 1¢f 1

EXPERTS IN GLOBAL COMPLIANCE SOLUTIONS

HERMON LABORATORIES
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CERTIFICATE OF CONFORMITY

With FCC 47CFR part 15: 2017, subpart B, Class B,
ICES-003: 2016 Issue 6, Class B standards

With EN 61000-3-2: 2014, EN 61000-3-3: 2013 standards,
harmonized under article 13 of EMC Directive 2014/30/EU
With EN 56014-1: 2017, EN 55014-2: 2015, Category IV
standards

Certificate Number FILEMC_30748C

This certficate of conformity hﬁ been granted mthe applicant based on the results of tests and
evaluations, performed by H ‘Laborator from March 27 to May 31, 2018 on
representative sample of the pmd‘ﬂ

Product description

Air puri

Trade Mark H ]
STERI®NIZER

Model 153.026V-Daas

Serial number: 101

Hardware version: 5.0

Software release: 27

Applicant/Manufacturer details

Name: Filt Air Ltd

Address: Derach Avshalom 1, Zikhron Yaagav, Isas!

Telephane number:  +§72 -8107777

Fax number: +g724-6291110

This is to certfy that the tested product sample satisfies the requirements of the above listed

standard's
Measurementiiest results are contained in the test report. FILEMC_30748.

The comments In the associated (if applicable) test reportis shall be taken Into account and used in
conjunction with this certificate

/

Ve
Konstantyn Zushchyk,

Projects & Customer Manager, EMC & Radio
Hermon Laboratories Lid.

July 17. 2018 Paze lofl

EXPERTS IN GLOBAL COMPLIANCE SOLUTIONS

M Fﬁg T * h ; 1 -(‘ €9 Hatachana St POBZiLMEivymm 30600 Israel P i 7 - Hermon Laboratories Ltd.
= = = = . ’ N Land A‘J W * " , - (e POB 23, Binyamina 3055001 Israel
anc Fate Toecom  Emirmental  Prodct  ireraionsl F"“".*”"‘m““ 8001, Pax: +872.4 828 8277 - i, - Phone: +872 4 628 8001, Fax: +072 4 828 8277
[ Emait: e, B T wcom  Geeores Puas ieneor -
Certificate Number  20180622-E336892 CERTIFICATE OF COMPLIANCE
BeportRafereiice, ' E336092:20180616 Cortficate Number ~ 20130521-E336892
lssueDate  2018-JUNE-22 Report Reference  E336892-20100425
Issue Date  2013-MAY-21
Issuedto:  FILT AIRLTD
1 Avshalom Road, Issuedto:  FILT AIRLTD
P.O. Box 166 DEREKH HAYEQEV, PO BOX 166
3095101 Zikhron Yaaqov, ISRAEL 30951 ZIKHRON-YAAQOV ISRAEL
This is to certify that ~ Power Supplies, El ic Alr- ing Equi % Thisis to certify that COMPONENT - POWER SUPPLIES, ELECTROSTATIC
representative samples of  Component representative samples of  AIR-CLEANING EQUIPMENT
Component — High Voltage Power Supply/lonizing type USR, CNR - Component - Power Supply, Electrostatic Air
module Sterionizer D6. Cleaner, lon Generator, Models 1S1-12DX, 1S1-12D3, and
1S1-12D5, IS1-12DX-S1, 1S1-12D3-S1, I1S1-12D5-S1, I1S1-
Have been investigated by UL in accordance with the 120552 and{-12D o8
Standard(s) indicated on this Certificate.
Have been investi d by UL in dance with the
Standard(s) for Safety: UL 867, Standard for Safety for Electrostatic Air Cleaners. Siznderd(s) mdicakd o this Certificate:
CSA Standard C22.2 No. 187, Electrostatic Air Cleaners.
Additional Information:  See the UL Online Certifications Directory at Standard(s) for saf‘uty: UL 867 and C22.2 No. 187-09 - Electrostatic Air Cleaners
www ul.com/database for additional information Additional Information:  See the UL Online Certifications Directory at
www ul.com/database for additional information
Only those products bearing the UL Certification Mark should be considered as being covered by UL's Only those products bearing the UL Recognized Component Marks for the U.S. and Canada should be
Certification and Follow-Up Service. ar:\s:;e;g;:ﬁz:ggvemd by UL's Recognition and Follow-Up Service and meeting the appropriate U.S. and
i i
The UL Recognized Component Mark generally consists of the manufacturer’s identification and catalog The UL Recognized Component Mark for the U.S. generally consists of the manufacturer's identification and
number, model number or other product designation as specified under *Marking” for the particular catalog number, model number or cther product designation as specified under "Marking™ for the particular
= o W ey 2 ng® ition as. published in the jle UL Diecory. Asa swplemenlary means of denilying producls hat
ry. As a supplementary means of identifying products have been produced under UL's Cx ent Mark: WA may
that have been produced under UL’s Component Recognmon Program, UL's Recogmzed Componenl Mﬂ"‘ be used in conjunction with the required Recugmzed Marks The Recognzed Cumpcnenl Mark is required when
"W may be used in conjunction with the required Marks. The rk is specified in the UL Directory preceding the recognitions or under "Markings™ for the individual recognitions. The
required when specified in the UL Directory preceding the recognitions or under 'Markmgs’ for the |ndm¢ual UL Recognized Component Mark for Canada consists of the UL Recognized Mark for Canada /M and the
itio ufacturer's identification and catalog number, model number or other product designati ified und
g Making” or the paricular Recognioen a5 publahed n the spproprate UL Drestoy,
areii in certain i features or res(m:ted in performance Recognized components are incomplete in centain constructional features or restricted in performance
capabilities and are intended for use as of complete equi for investigation rather capeiies ardnra mant a"‘VIr Jrea 85 comesnent ’O' oo P'e‘: eWP"::"‘ 5"”“"“"" ’OQW*ZQ?‘U" '““':e'
% 4 Hog . an for direct separate installation in the fiel inal acceptance of the component is dependent upon its
:;’;l'l;:i::ﬁ’ﬁx‘:’;";ﬁszf:::;’i‘pxz'ﬁexb;“&g";'UL Spiance ofthe g Uponis installation and use in complete cquipment submitted to UL LLC.
Look for the UL Recognized Component Mark on the product,
Look for the UL Certification Mark on the product.
Bamtes Yt £ oy
Ervcn Mot et hors At Carthcaos roran Wb Camy, Ot erh Ansrican et g
z ®
e T W e e 3 b o
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(nn\ The Standards Institution of Israel

This is to certify that

Bipolar Ionizer

CERTIFICATE

Trademark: STERIONIZER™ OF
CONFORMITY

Models: IS1-12DX, IS1-12D3, [S1-12D5
Manufactured by: Filt-Air Ltd.

Address: 1 Avshalom Road, P.O.B. 166,

Zikhron Yaaqov 30951, Israel

has been tested by SII and found to comply with
the standard requirements of:

EN 60335-2-65 “Household and similar electrical
appliances — Safety — Part 2-65:
Particular requirements for
air-cleaning appliances™, 2003

used mn conjunction with

EN 60335-1 “Household and sumilar electrical
appliances — Safety — Part 1
General Requirements™, 2002,
including Amendments A11: 2004,
Al:2004, A12: 2006, and A2: 2006

Test results are detailed in SII Test Report No.: 9012311173,
Certificate No.: 9012311173 Eng. Michael Terman

Acting Head of Electrical Safety Branch

Date of issue:  10/03/2010 Electronics and Telematics Laboratory

42 Chaim Levanon st, Tel-Aviv 69977, Israel, Telematics Laboratory. Tel, 972-3-6467800 Fax, 972-3-6467779
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Certificate of Analysis
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Bipolar lonization Systern STERIONIZER™ from Fit-Air Ltd,

Analytical Testing Results for STERIONIZER™

to remove influenza virue HIN1 in the air.

| Testing consisted of aerosolizing the influenza virus in a test chamber,
followed by exposure to the STERIONIZER™ at different time intervals

Operating time Reduction in %
After 30 minutes exposure 92
After 60 minutes exposure > 98.92

2 )
Toshiniro ITOH Ph, D,
presient

Kitasato Research Center for Environmental Science

Viral efficacy testing was conducted on STERIONIZER™ to assess its abilities

e~ e "_L";'z?
s g e
p i . \ ‘ \
{ Certificate of Analysis ¥ » . \
"‘ \ N Certificate of Analysis l‘
4 \ [ 1
il
( EMSL Analytical, Ltd. d :‘ EMSL Anaytica, Lid \
( d ical, Ltd.
3 \ | Il
g i
M o . { | )
‘ sipolar fonization System STERIONIZER™ from Filt-Air Led. 3 L
P‘ (l }1 Bipolar lonization System STERIONIZER™ from Filt-air Ltd. l‘
4 Analytical Testing Results for STERIONIZER™ \ }‘ h
yi 4 '1 Analytical Testing Results for sTerionzER™ h
P‘ Microbial efficacy testing was conducted on STERIONIZER™ o assess its abilities \ p‘ :{
1\ ~
}‘ o hsinfect i) bacteria, fungi and y=ast i the air. ( P‘ Micronial efMicacy testing was conducted on STERIONIZER™ in 355255 Is ablities }‘
l" \ 3 1o aisinfect (Kil) Sapyiococeys Jurus MRSA, In e air. \
3 Testing consisted of aerosolizing the selected microorganisms in a test chamber, { I‘ '1
" followed by exposure to the STERIONIZER™ at different time intarvals. \ o ‘Testing consisted of aemsolzing e Selected micOMGANIEME In a test chamber, b
l'i { P: followed by exposure to the STERIONIZER™ at different time intenvals. :1
4 Test Results \ 4 \
j M 8 Test Results h
(l After 120 minutes exposure | Reduction in % 'i h
}{ E. coli 99.43% \ [ mff;;fime Reduu%ogcln% % b
) i
n C. cladosporioides 97.69% \ :1 h
*‘ A. niger 97.14% \ | n— ] A
3 S. aureus 81.67% \ 'i "
}: C. albicans 36.27% 1 *‘ TEmin. e | }‘
8 { 13 i
{ I
}: Conclusion (l }i 0 min. BT "
g i
"‘ \ '1 60 mn. DA% }1
}‘ The STERIONIZER™ demonstrated both efficacy and ability to reduce bacteria 1 | }
I i
l" and fungi in the air. { \ b
:‘ : }' Conclusion :1
|
{ g A\
’4 - ) N The STERICMIZER™  demonsiated b
d ( ’l baoth eMcacy and abiity 1o reduce Dactera }1
P‘ { | SEpICICHS GurEus MRSA In the ar. A
{ P 4
r‘ { 0 h
e et et~ ear st :

GeoCore s.r.0.
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CZ - 160 00 Praha 6, Bubeneg
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W: www.geocore.cz
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v Praze, oddil C, vlozka 145694

B. spojeni: Fio banka, a.s.
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Samruay Engineering Center of Veterinary Research and Diagnosis
48/5 Moo 9, Soi Nualthong
Setthakij Rd. Suanluang
Krathumban Samutsakom 74100

THAILAND Nakhonpathom, 73140, THAILANO

Faculty of Veterinary Medicine
Kasetsart University, Kamphaengsaen Campus
1 Malaiman Rd. Kamphaengsaen

January 23th, 2012
Dear Sir/Madam

We are pleased to inform to you that we study the efficacy of “Samurai lonizer” (IWS1
and 151-1203) to inactivate highly pathogenic avian influenza H5N1, The residug of the
virus (after directly applied “Samurai lonizer” onto the virus containing allantoic fluid) is
checked by virus isolation based on method of Office International des Eqizootics (OIE),
inoculation into allantoic sac of chicken embryonic eges, hemagglutination test, and
hemagglutination-inhibition test. It is found that “Samurai lonizer” (WS and 151-1203)
can inactivate the virus, 10" EiDs in 1.0 ml of allantoic fluid completely within 10

minutes.

Resgard:

(Assoc. Ev’oé‘Df»Th‘Wé’ak Songserm) DV.M., Ph.D.

Head, Cent ferinary Research and Diagnosis

Faculty of Veterinary Medicine

Kasetsart University, Kamphaengsaen Campus
Nakompathom 73140, Thailand

Tel; 66-33-351-901

Fax: 66-34-351-405

E-mail: fvettss@ku.ac.th

Effective date: | Hy Laboratories Ltd.Park T
936647: 97,

Rehovol 76326
July 28,2016 | Tel: 9 366474 email: hylabsihylabs.co.il @ hvlabs

F11-050-02 11-006

Form: Related SOP: | Molccular Biology Services
Test results report

Replace form
FI11-050-01

tion of Human Coronavi V-0C43
Gener Sterionizer Device

(A summarized report based on Hylabs test $2-49, order 1D:363219. 26/11/2020)

Inacti the Generion Compan:

1. Aim:
To test Gener Sterionizer devices, of two types. for their ability to inactivate human coronavirus OC43
(hCoV-OC43; an acceptable model for SARS-CoV2), by environmental sampling and monitoring of
cytopathogenic effect (CPE)

2. Components of the Gener Sterionizer testing system:
The testing system described in this study report was set up based on counseling by the Isracli Ministry
of Health (Based on customer declaration).

(A) sealed test chamber, (B) chamber door. (C) nebulizer, (D) two Gener Sterionizer devices (IS1-
12D5-S1-DS, 1G3-025V-C33-D6). (E) ventilator. (F) Bobcat air sampler, (G) Bobcat input pipeline
and adaptor

3 M
lons spread by the Gener Sterionizer device [anions- 26,100 ionsicm’; cations- 18808 ionsiem’] =>
virus/medium nebulization <> Bobcat air sampling => Filter extaction == TCIDS0 assay == Virus log
reduction calculations

4. Results and conclusion:

4.1. Gener Sterionizer cytotoxicity test: no eytotoxic effect to MRCS cells was observed.

4.2, Gener Sterionizer antiviral activity experiment:

lated viral "
Sample i Viral log reduction % Virus reduction
PCL& TN 1.26E+D6 [ 0
TEST1 7.72E+03 2.2 299
1 +07

TEST 11 RANEEL, 1 04 2.0 =99
TEST I [X +03 22 =99

Average viral log reduction 213 =59

This report is submited for the exclusive use of the person or corporation 1o whom is addres neither the report nar the aame of thess
laboratocies noc any members of ts stafF may be used 1n comnection with Ihe advertising. sa €t 01 BrOCess. or any non-regulatory
thind party without the written permisyan of Hy-Lahoratories Lol The results are appraved for samples fesced only. For research use only
Page 1 of

@ GeoCores.r.o.
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TURKISH REPUBLIC
ISTANBUL UNIVERSITY
ISTANBUL FACULTY OF MEDICINE
of Microbi and Clinical

TO WHOM IT MAY CONCERN
“VIRUSSAFE MEDICAL AIR PURIFIER” branded Filterless Plasma lon Generator- Ar
i i is tested by our Head Microbiclogical Department
Nero ies LTD.

L ies by request of
Test Startup Date: 22.11.2010

Test Termination Date: 20.01.2011

Test Location: Istanbul Faculty of Medicine, Department of Microbiology and Clinical
Microbiology

Test Material : VIRUSSAFE MEDICAL brand, Filterless Plasma Ion Generator, Model- Air
Sterilization Equipment

Test Equipments : 1 m® Volume Isolated Test Chamber with Solution Diffuser and Safe Reach
Accessories.

Test Procedure : The test based on sterlization of the air contaminated with different bacterial
strains, For this purpose, 1 m® volumetric isolated test chamber was performed. One Virussafe
Medical Air Purifier Unit was placed on the floor of the chamber. Bioburden of environmental air
with bacteria was mesured before getting in action with VIRUSSAFE MEDICAL Equipment. The
Petri dishes were opened and collected by the using sterile hand gioves. The test was conducted
by opening Petri dishes containing bacterial media previously prepared on the floor of the
chamber followed by pulverization of 100 mi of bacterial suspension containing 10° CFU
bacteria/ml density for 5 minutes to chamber air. The following bacteria were used;
aureus ATCC 6538, i NCTC 6745,

11229, Bacillus subtilis var.niger ATCC 9372 . The equipment was started up and at the end of the
tested times; 5, 15, 30 ,and 60 minutes, all Petri dishes were collected and incubated at 35 °C for
48 hours. The ratio of change in bacetial colony number (amount) CFU was recorded and
i The were repeated 3 times and the mean number was shown

in the table below.
Table 1: Bacteria Colony Count and Data
B. subtilis var
Bacterial S.aureus P.aeruginosa E.coli niger
culture in ATCC 6538 NCTC 6749 ATCC 11229 ATCC 9372
u 7 ol
Petridish | Activationtime | Activation time -
0 5 60| © 5 60 |0 5 60 [0 5 60
Colony T
Forming Unit | 1333 | 230 | 113 | 1€3 6 s 51| 44 2 186 | 36 20
(cfu) Quantity
% Reduction 0 |82.70(9150| © 96.3099.99| 0 |86.53|91.15| 0 |80.70 |89.30

(-): No growth
As seen on the table, the equipment performed sterilization on the tested bacteria as %82,7 to
9%96,3 in five (5) minutes and % 91.5-% 99.99 sterilization in 60 minutes.
“VIRUSSAFE MEDICAL AIR PURIFIER” brand , Filterless Plasma lon Generator- Air
Sterilization Equipment ‘s performance is recorded and approved on the air contaminated with
pathogenic microorganisms, thus, playing an important role in reduction of epidemic infection risk
and have preventation usage.

Head of Department

valid only for experi ple and
not tobe used for advertising purposes. Prof.

Tffective date: | Hy Laboratories Ltd.Park Tamar, Rchovot 76326
July 28,2016 | Tel: 972-8-9366475 Fax: 972-8-9366474 email: hylabs@hylabs co.il

hylabs

Form: Related sOp: | Molecular Biology Services
F11-050-02 11-006 Test results report

F11-050-01

Replace form

4.3. Results of the 3 biological repeats of this process show that the tested Gener Sterionizer devices

indeed reduced >99% (2.13 log) the viral load capable of infecting the cells, compared to the loi
introduced into the test chamber.

4.4. Under the tested conditions and utilizing the specific testing system, the Gener Sterionizer
significant reduction of the viral infectivi
a different effect under other test

and following

T d by: Dr. Neh:

Friedman ~ (Name & Sign) DATE:  01.03.2021

Reviewed by: Dr. Ma = 2N (Name & Sign) DATE:  01.03.2021

ad first

causes

(3>log reduction22: ISO 18184:2019). It is likely to cause
change of the tested system.

This e
Iahoeat

i submitted for the exclusive use of the person oe corparatian 10 whom is addressed. and neither the seport nor the same of these
n0c any members of s staff may he used in connectian with the adverti sisg. sale o a8y Produst ar Process, o ny non-regulatary

ihird party withous the writien permissian of Hy-Laburalaries Ltd The results are approved for sampies tested anly. For research use only
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FILT AIR Ltd i / Fﬂfl/ﬂ>

Filt- Air Ltd - Corona Virus Inactivation - Test Results
Filt-Air's Sterionizer'™ achieved {99.9%) reduct

a ion in CoV viral load

Overview

Since the cutbreak of the SARS-CoV-2 (Covid-19) pandemic, a unified global effort to
prevent the spread of the virus has fueled the development of new technologies or the
adaptation of existing technologies effective against the virus. Following the Influenza
H1N1 (swine flu) and H5N1 (bird flu) epidemics, Filt-Air's proprietary Bi-Polar ionization
technology was tested against these respiratory viruses with a proven 99% inactivation.
A similar testing procedura was applied to evaluating the Sterionizer ™'s effect on a CoV
virus (similar in size and structure to SARS-CoV-2 used by industry to test SARS-CoV-2
applications). Test results indicated a 99.9% inactivation.

Sterionizer™ Technology

Sterionzer™ technology is based on coid plasma (bipolar ionization), a process which
mimics a natural phenomenon where forces such as sun and wind g:netate ions which
purify the outdoor air from microbes and pollutants. The Sterionizer ™ uses electric
currents to charge molecules of oxygen (O2) in the air resulting in two ions {O- and O+),
These (O- and O+) ions bind with water (humidity) forming OH- and H202 (hydrogen
peroxide). These malecules attach to the proteins of the microbes (viruses, bacteria,
fungus) rendering them inactive.

Test Procedure and Results

1. Location:
The Chaim Sheba Medical Center, Tel Hashomer, Ramat Gan, Israel
Industrial Biology Expertise & Solutions, Com.. Jerusalem, Israel
2 \Viral Media:
Suspension: Corona Virus (GenBank accession no. AM260860)
3. Virus Detection:
Real-time RT-PCR assay
4. Device:
Sterionizer™ D5
5. Test Procedure:
Sterionizer™ device was place 30 cm from the CoV suspension. The ion flow was
directed at the suspension for 10 minutes.
6. Test Results:

Device CoV Reduction Ratio [%] /' /
Sterionizer™ 99.95 /

/
/

I/‘

. X /n,
FILT AIR Ltd,

(h-E1 Zikhron Yaaqoy

Mr. David Grau
Filt Air Ltd ~ Plant Manager

: , PO.B. 16§
Oclober 20, 2020 Tal o7 aBagy 0951 Iseas)
hiio - Fax: 972.4-6350396
"ﬂm" com _infe@fiit-air.com
f&v{.ﬁun » Noress ol 1he Seth-1 Croun
':.L:-‘!'d;:f;" Dhtecn Yepaw, WD 100 racd
< UG 33 CONFIDENTIAL
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Project

Product

Laboratory Project #
Testing Facility
Study Dates

GLP Compliance
Test Substance

Description

Test Conditions

INNOVATIVE
BIZANALYSIS

cregting selutions | getting results

Efficacy Study Summary of the D6 STERIONZER™ against surface SARS-CoV-2

Filt Air Ltd. D6 Sterionizer™ Surface SARS-CoV-2

D& STERIOMIZER™ BIPOLAR NEEDLEPOINT IONIZER

1047

Innovative Bicanalysis, Inc

04/06/2021 - 06/10/2021

All internal 50Ps and processes follow GCLP guidelines and recommendations.
SARS-CoV-2 USA-CAL/2020

Filt &ir Ltd. provided a D6 STERIONIZER™, a compact bipelar needlepoint-ionizing
device designed to be integrated into an air movement system such as an HVAC duct
system, air conditioner or humidifier. The in vitro study evaluates the efficacy of the
D6 STERIONIZER™ against SARS-CoV-2 on surfaces.

The study conducted two control tests and 3 viral challenges in a certified Biosafety
hood inside a B5L-3 laboratory. The temperature during testing was approximately
73 +2°F, with a relative humidity of 44%. Slide samples were collectad after 0, 15 and
30-minute exposure to the operating device.

Test Results Active SARS-CoV-2 concentrations on the sample surfaces were reduced at the 15-
minute and 30-minute time point. After 15 minutes of operation, the trial obsarved a
decrease in the initial viral concentration of 6.32 x 10° to an average of 9.61 x 10°
TCIDS0/ml and after 30 minutes to an average of £.53 ¥ 108 TCIDS0/ml.
Exposure Time Reduction in %
15 minutes 84 20
30 minutes 9590
Conclusion The Filt Air Ltd. D6 STERIONIZER™ demonstrated the ability to reduce the
concentration of the active pathogen 3ARS-CoV-2 on surfaces when exposed to a
negative and positive ion concentration.
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Laboratory Director, Innovative Bioanalysis, Inc.
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email: e-shop@geocore.cz
web: www.geocore.cz
tel: +420 777 409 900

Nazev vyrobku: Bion Fit Spot
Model: BIONspot01
Barva: bila

Datum prodeje:

Dékujeme, Ze jste se rozhodli zakoupit ionizator BION. Nase firma zodpovida za kvalitu vyrobku po celou

zarucni dobu.

Zarucni doba zacind dnem prodeje a je prodlouzena na 5 let.
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